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1 "«VERSION HISTORY

SAMPLE
VERSION DATE DESCRIPTION REVISED BY
V0o 2023-08-05 FIRST DEVELOPED FLQ
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2°-GENERAL INFORMATION

Item Contents Unit

LCD Size 0.96 inch
Pixel Pitch 0.135 (H) x 0.1356(V) --
Display Mode Normally black

Module outline dimension 13.5 (H)*27.95 (V)*1.50(D) mm
Panel Active Area 10.80 (H)* 21.7(V) mm
Touch Panel View Area / mm
Number of Pixel 80(RGB)x160 Pixel
Driver IC ST7735P --
Colors 262K -
Weight TBD -
Backlight Type LED --
Operating Temperature -20C~ +70°C T
Storage Temperature -30C~ +80°C C

3 =ABSOLUTE MAXIMUM RATINGS

Parameter Symbol | Min Max Unit

Power Supply voltage 1 VCC 2.8 -0.3 +4.6 Vv
Power Supply voltage 2 VDD1V8 -0.3 +4.6 V
Operating temperature TOP -20 +70 T
Storage temperature TST -30 +80 T
Humidity RH - 90%(Max607C) RH

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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4"sELECTRICAL CHARACTERISTICS
DC CHARACTERISTICS

Parameter Symbol Min Typ Max L:tn
Supply voltage for analog VCC 2.8 24 2.75 3.3 Vv
Supply voltage for interface 1/0 | VDD1V8 1.65 1.8 3.3 V
I/O leakage current IDD - - TBD mA
Input voltage 'H'level VIH 0.7*IovCC — IOvCC Vv
Input voltage 'L'level VIL 0 — 0.3*lovCC | V
Output voltage 'H'level VOH 0.8*I0VCC — IOVCC Vv
Output voltage 'L'level VOL 0 — 0.2*IovCC | V
5°=TIMING OF POWER SUPPLY
PLEASE REFER TO THE DRIVER IC SPECIFICATION.
6°<BACKLIGHT CHARACTERISTICS
Item Symbol Min Typ Max Unit | Condition
Forward voltage \%i 3.0 3.2 \ f=20
Luminance LV 5000 5500 cd/m’ mA
Number of LED - 1 Piece -
Connection mode p 1Serial/1Parallel - -

Using condition: constant current driving method If=20x1mA (+/-10%)

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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7°sEXTERNAL DIMENSIONS

1 7 2 3 [ 5 6 [ 7 7 8
frd DESCRIPTION (fiiik) REVISER (525 A) DATE (H 1)
o kG FLQ 2023.03. 25
&
& A
—=+ WOT ST 0F 05 €% 4=
=— (A)T) 02 "§T —=1 - a ||
o | ci0d06 71— W01 T0F08 T% :
= | W 08 0T —-cE T o010 <k (00 D)
| i
= B
Sy ik
3 M W = TFTh.96" . )
2 - C e PV Pin Assignment
Bogog @ NO | SYMBOL
- 1 GND
1 g SR AL = L0, 45MAX 2 VDD
| o0 ool ilog i RO T 5 3 | SCK |,
i 4 TE
! 5 | RESET
AL 20, 45MAX g 6 CS
I LRI AT s pau —- =
L 0F00F FPCE &%MA_W_, m 7 SDA —
FPCJEIF H 1 8 | D/C
= 9 LEDK
3 10 | LEDA_|p
4
LEDA o—{>}—oLEDK
b-90.8%0.05 ]
5¢ 7]
5 IF=20MA , VF=3. OV (TYP)
H|E ,ﬂ l‘ £0°0F 080
— EPIHNR o LED CIRCUIT DIAGRAM:
Notes: W W = i e £0 0F0€ 0 E
o.mm. " g 8 m pe PTANGRE+FPCIL 53 B 10°0F05°0
L Display : 0.96" TFT = 5 = = 1=0.3+0. 03 “ €0 °0F 08 F=(1-01)X¢ "0
2. Resolution: 80xRGBx160 - o 80°0F08 S an \ —
IERTREARAR |
4. LCD Driver: ST7735P
5. LM Luminance:400cd/m* (TYP) NAME DATE Pro.(3): .@umv GENERAL: 02 SIZE: Ad
6. *:Critical dimension (): Reference dimension; OLERANCE Andecl?
7. Undefinition Tolerance: %0, 2 IDESIGNED: UNIT: - MM ) SCALE: 111 | F
8. OPERATING TEWP: ~20° € +70" C CHECKED: PROJECT NO. | BIACOJ60080-01 | SHEET:11
9. STORAGE TEMP: -30° C~ +80° C
10. Requirements on Environmental Protection: ROHS /APPROVED: PART NO. REV: | V00
g | 2 3 7 5 6 7 | 8

6
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8 "= Interface Signal

Pin No. Symbol Description

1 GND Power ground

2 VDD Analog power supply

3 SCLK Servers as SCL (Serial Clock)
Serves TE (Tearing Effect ) pin on MPU

4 TE .
interface.

5 RESET Reset signal(low active)

6 CS Chip select

7 SDA _Serial data input pin in serial bus system
interface

8 D/C Data or command select pin

9 LEDK LED backlight cathode.

10 LEDA LED backlight anode.

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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9°-ELECTRO-OPTICAL CHARACTERISTICS

Item Symbol Con:'tlo Min Typ Max | Unit | Remark
Transmittance o o
(w/o APCF) T% 4.4 4.89 - Yo
Contrast ratio Cr 6=0° 640 800 - - 3
Response time Ton+Toff Ta=25¢C - 30 40 ms 4
 Surtace LV - | 260 | - |ecam | 2
uminance
Color Gamut S(%) 40 45 %
Oy - 80 - deg
iewi Ok - 80 - de
Vlev::ng 2ng|e \I—/g CR>10 g 5
9 Ov: - 80 - deg
Oy. - 80 - deg
X 0.620
Red
y 0.332
Gree X 0.284
n
=Q° 0.534
ch?tllrzrg’;?::)ity S s | 004 +0.04 6
X 0.146
Blue
y 0.129
© y 0.30

Note 1.Ambient condition: 25°C+2°C, 60+10%RH, under 10 Lunx in the darkroom.
Note 2.Measure device: BM-7A (TOPCON), viewing cone=1°, IL=60mA.

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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L=500mm

— P
i -

Note 3. Definition of Contrast Ratio:

CR = White Luminance (ON) / Black Luminance (OFF)

Note 4. Definition of response time: The response time is defined as the time interval
between the 10% and 90% amplitudes.

White

Luminance

L ..

|
|
|
|
|
|
|
|
|
|
|
|
|
|
I
[

10% 107
|
| Block .
tr | Lk
Note 5. Definition of view angle(6, y):
Upper(+)
e ;

Left(-) [ Right(+)

Panel Lower(-)

Note 6. Light source: C light.

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 9
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
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SHENZHEN BELIJ ELECTRONIC TECHNOLOGY CO.,LTD
10"« RELIABILITY TEST

Reliability test conditions ( Polarizer characteristics null )

No. Test Iltems Test Condition Remarks

1 High Temperature Storage T =80°C for 48hr

2 | Low Temperature Storage T=-30C for 48hr

3 | High Temperature Operating | T =70°C for 48hr Module

- (Without
T =-20°C for 48hr N
(But no condensation of dew) Contamination)
High Temp. and High T =60°C /90% for 48hr
Humidity Storage (But no condensation dew)

-10+£2°C~25~60+£2°Cx10cycles

6 | Thermal Shock (30min.) (5min.) (30min.) ’
1corner, 3edge, 6face /
76cmDrop

Random 1.06Grms XYZ 30min
for each direction

4 Low Temperature Operating

Packing Shock

Packing
8 | Packing Vibration

% 1) No.1~ No.6 : No guarantee for panel, only for module with the above test
conditions.
% 2) No.7~ No.8 : Refer to 7-1) Packing Ass’y on page 14.

Result Evaluation Criteria

TFT- LCD Panel should be at room temperature for 4hours when the display quality test is
over.

There should be no particular change which might affect the practical display function and
the display quality test should be conducted under normal operating condition.

11-= Quality level
Outgoing Quality Standard.
1 Sample plan

Sampling plan according to GB/T2828.1-2003/ISO 2859-1: 1999 and ANSI/ASQC
Z1.4-1993,

normal level 2 and based on:

Major defect: AQL 0.65

Minor defect: AQL 1.0

2. Inspection condition

Viewing distance for cosmetic inspection is about 30cm with bare eyes, and under an
environment

of 20~40W light intensity, all directions for inspecting the sample should be within 45°against

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 10
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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perpendicular line.

3. Definition of inspection zone in LCD.

Zone A: character/Digit area

Zone B: viewing area except Zone A (Zone A + Zone B=minimum Viewing area)

Zone C: Outside viewing area (invisible area after assembly in customer’s product)

Fig.1 Inspection zones in an LCD.

Note: As a general rule, visual defects in Zone C are permissible, when it is no trouble for

quality and assembly of customer’s product.

4.Standards of inspection items

4.1 Major Defect

Item No !tems to be Inspection Standard Classificatio
inspected n of defects
1.No display
2.Display abnormally
All
411 functional | 3:-Missing vertical, horizontal segment
defects | 4.Short circuit
5. Back-light no lighting, flickering and Major
abnormal lighting.
41.2 Missing Missing component
413 Ouitline Overall outline dimension beyond the drawing
T dimension | is not allowed.
414 linearity No more than 1.5%
4.2 Cosmetic Defect
Item | Items to be Inspection Standard Classification
No | inspected P of defects
Clear For dark/white spot, size®is defined Q I}'
4.21 Spots as O=(x +y)/2 et Minor
Black and -—
white Spot | 1

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,

LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
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defect
Pinhole, N Zone Acceptable Qty
Foreign Size(mm
Particle, A B C
polarizer
Dirt ®=<0.15 Ignore
0.15<®=<0.20 2
0.20<®<0.25 1 'gnore
®>0.25 0
Clear 2
Spots
TP Dirt Zone Acceptable Qty
Size(mm A B C
®<0.15 Ignore Minor
0.15<®=<0.20 2
Ignore
0.20<®¥=0.25 1
®>0.25 0
3
_ Zone Acceptable Qty
Dim Spots
Circle Size(mm A B C
shaped Mi
and ©<0.2 Ignore inor
dim edged
defects 0.20=®<040 2 Ignore
0.40<®=<0.60 1
®>0.60 0
4.2 Cosmetic Defect
Item Items to Classificatio
No be Inspection Standard n
inspected of defects
422 Size(mm) Acceptable Qty
Line defect Zone
Black line, [ [ (Length) W(Width)
White line, A B C Mi
Foreign inor
, Ignore W=0.05 Ignore
material on
polarizer L<5.0 0.05<W=0.08 2 Ignore
W>0.08 0

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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The line can be seen after mobile phone in the

operating
condition:
Foreign Size(mm) Acceptable Qty
material Zone '
on L(Length) |  W(Width) Minor
TP film A B C
Ignore W=0.05 Ignore
L <5.0 0.05<W<=0.08 3 Ignore
W>0.08 0
If the scratch can be seen after mobile phone cover
assembling or in the operating condition, judge by
the line defect of 4.2.2.
If the scratch can be seen only in non-operating
condition or some special angle, judge by the
following.
Dim line Size(mm) Acceptable Qty
defect
Polarizer Zone .
423\ ‘scratch | L(Length) | w(width) Minor
TP film A B C
scratch
Ignore W=0.03 Ignore
5.0<L=<10.0 0.03<<W=0.05 2
Ignore
L=<5.0 0.05<W=0.08 1
W>0.08 0
Air bubbles between glass & polarizer
Zone Acceptable Qty
Size(mm) A B C
424 Polari Minor
olanze | ©<0.20 Ignore
Air
bubble | 9 20<d<0.3 2 Ignore
®>0.30 0

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,
LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior

written permission of ShenZhen BELIJ Electronic technology co., LTD.
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B:TP Glass defect

X(mm) Z(mm)
<6.0 <2.0 Disregard
(iii) Crack

Cracks tend to break are not allowed.

Item | Items to be Inspection Standard Classification
No | inspected P of defects
(i) Chips on corner
A:LCD Glass defect
X(mm) Y(mm) Z(mm)
<3.0 <3.0 Disregard
Notes: S=contact pad length
Chips on the corner of terminal shall not be
allowed to extend into the ITO pad or expose
perimeter seal.
B:TP Glass defect
&\~ ~17
N\ ”ZL/
\E
\/
X(mm) Y(mm) Z(mm)
435 | Olass <3.0 <3.0 Disregard Minor
defect
(i)Usual surface cracks
A:LCD Glass defect
-l;x.x A A ,"I".
?q?‘/ié /h*az« L ,;’f&ﬁ"‘m
. “"-;._ e - J- :.',/ - 3
o il s
X(mm) Y(mm) Z(mm)
<Inner border ,
=3.0 line of the seal Disregard

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co.,

LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
written permission of ShenZhen BELIJ Electronic technology co., LTD.
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crack

12 "= Touch panel characteristics

Tapping durability >1,000,000 times
Operation life Pen sliding durability >100,000 times
Operation force 10-100g
. - X: 200~500Q,
Electric characteristics Y. 350~800Q
Electric characteristics Insulation resistance 220MQ (DC25V)
Linearity <1.5%
Chattering Time <10ms
Structure, and Area definition
Gasket/Cushion £ 2 (#1FE)
Case #l% Min 0.20 ITO Film
\ Testing Pen Transparent
| R g L electrode (ITO)
— ﬂ\k e
Frame : B 1)
{ Color Insulation i _ , | ITO Glass
cicherel ks - |~
: | ]
3
1 D | | A
|
‘HEF Boundary of Active area
SREN R I 1 £

Area-(A) : Active area

The area guarantees a touch panel operation with the following characteristics when
pressed.

( 1) Operation force (1i) Electric characteristics

(1i1) Tapping durability (iv) Pen sliding durability

Area-(B) : Operation non-guaranteed area

The area does not guarantee a touch panel operation and its function. When this area is
pressed, touch panel shows degradation of its performance and durability such as a pen
sliding durability becomes about one-tenth compared with the active area (Area- (A) as
guaranteed area) and its operation force requires about double. About 0.5 mm outside
The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 15

LTD, and shall not be distributed, reproduced, or disclosed in whole or in part without prior
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from a boundary of the active area corresponds to this area.

Area-(C) : Pressing prohibition area

The area forbids pressing because an excessive load is applied to a transparent electrode
and a serious damage is given to a touch panel function by pressing. About 0.5mm outside
from a boundary of Area-(B)” the operation non-guaranteed area” corresponds to this
area.

Area-(D) : Non-Active area (Frame)

The area does not activate even if pressed.

(Remark: In order to prevent unusual performance degradation and malfunction of a touch
panel, please inspect firstly whether the set case designing and touch panel assembling
method are reasonable or not.)

Area-(B)+Area-(C): Sensitive area

Area—(B) and area-(C) both belong to the sensitive area. This area has a clearance
between top and bottom contact side. Great press resulting in transparent electrode
cracks, function defect to be exact, will deform surface transparent electrode. Please think
about structure of sensitive area and case in order to avoid terminal user to fail to touch
this area.

13 "2 Precautions for Use of LCD Modules
1. Handling Precautions
(1) The display panel is made of glass and polarizer. As glass is fragile. It tends to become or chipped

during handling especially on the edges. Please avoid dropping or jarring. Do not subject it to a
mechanical shock by dropping it or impact.

(2) If the display panel is damaged and the liquid crystal substance leaks out, be sure not to get any in
your mouth. If the substance contacts your skin or clothes, wash it off using soap and water.

(3) Do not apply excessive force to the display surface or the adjoining areas since this may cause the
color tone to vary. Do not touch the display with bare hands. This will stain the display area and degraded
insulation between terminals (some cosmetics are determined to the polarizer).

(4) The polarizer covering the display surface of the LCD module is soft and easily scratched. Handle
this polarizer carefully. Do not touch, push or rub the exposed polarizers with anything harder than an HB
pencil lead (glass, tweezers, etc.). Do not put or attach anything on the display area to avoid leaving
marks on. Condensation on the surface and contact with terminals due to cold will damage, stain or dirty
the polarizer. After products are tested at low temperature they must be warmed up in a container before
coming is contacting with room temperature air.

(5) If the display surface becomes contaminated, breathe on the surface and gently wipe it with a soft
dry cloth. If it is heavily contaminated, moisten cloth with one of the following solvents

- Isopropyl alcohol

- Ethyl alcohol

Do not scrub hard to avoid damaging the display surface.

(6) Solvents other than those above-mentioned may damage the polarizer. Especially, do not use the
following.

- Water

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 16
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- Ketone
- Aromatic solvents
Wipe off saliva or water drops immediately, contact with water over a long period of time may cause
deformation or color fading. Avoid contacting oil and fats.
(7) Exercise care to minimize corrosion of the electrode. Corrosion of the electrodes is accelerated by
water droplets, moisture condensation or a current flow in a high-humidity environment.
(8) Install the LCD Module by using the mounting holes. When mounting the LCD module make
sure it is free of twisting, warping and distortion. In particular, do not forcibly pull or bend the I O cable
or the backlight cable.
(9) Do not attempt to disassemble or process the LCD module.
(10) NC terminal should be open. Do not connect anything.
(11) If the logic circuit power is off, do not apply the input signals.
(12) Electro-Static Discharge Control, Since this module uses a CMOS LSI, the same careful
attention should be paid to electrostatic discharge as for an ordinary CMOS IC. To prevent destruction of
the elements by static electricity, be careful to maintain an optimum work environment.
- Before remove LCM from its packing case or incorporating it into a set, be sure the module and
your body have the same electric potential. Be sure to ground the body when handling the LCD modules.
- Tools required for assembling, such as soldering irons, must be properly grounded. make
certain the AC power source for the soldering iron does not leak. When using an electric screwdriver to
attach LCM, the screwdriver should be of ground potentiality to minimize as much as possible any
transmission of electromagnetic waves produced sparks coming from the commutator of the motor.
- To reduce the amount of static electricity generated, do not conduct assembling and other work
under dry conditions. To reduce the generation of static electricity be careful that the air in the work is not
too dried. A relative humidity of 50%-60% is recommended. As far as possible make the electric potential
of your work clothes and that of the work bench the ground potential
- The LCD module is coated with a film to protect the display surface. Exercise care when
peeling off this protective film since static electricity may be generated

(13) Since LCM has been assembled and adjusted with a high degree of precision, avoid applying
excessive shocks to the module or making any alterations or modifications to it.
- Do not alter, modify or change the shape of the tab on the metal frame.
- Do not make extra holes on the printed circuit board, modify its shape or change the positions of
components to be attached.
- Do not damage or modify the pattern writing on the printed circuit board.
- Absolutely do not modify the zebra rubber strip (conductive rubber) or heat seal connector.
- Except for soldering the interface, do not make any alterations or modifications with a soldering iron.
- Do not drop, bend or twist LCM.

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 17
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2. Storage precautions

2.1 When storing the LCD modules, avoid exposure to direct sunlight or to the light of fluorescent lamps.
2.2 The LCD modules should be stored under the storage temperature range. If the LCD modules will be
stored for a long time, the recommend condition is:

Temperature : 0C ~ 407C Relatively humidity: <80%
2.3 The LCD modules should be stored in the room without acid, alkali and harmful gas.
3 The LCD modules should be no falling and violent shocking during transportation, and also should avoid

excessive press, water, damp and sunshine.

The information contained herein is the exclusive property of ShenZhen BELIJ Electronic technology co., 18
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