contact us
In order to match you with the product more accurately, please include the following contents in your email:
	*Name of your company
	

	*Your company country and region
	

	* contacts；linkman
	

	* position；post；job；place 
	

	*Contact Information 1 E-MIAL.
	

	Contact information 2 whatsapp
	

	Contact information 3
	

	*Which way do you want to contact you in the future
	

	*Type of products produced by your company
	

	Ask you which model
	

	Maximum material width
	mm

	Max. material thickness
	mm

	Material yield strength  
	δs =             MPa

	Material  tensile strength
	Rm/σb=            MPa

	Material trademark  Metal Code
	

	Volume inner diametercoil ID.
	Φ=         mm

	The outer diameter of the coilMax. coil OD.
	Φ=         mm

	Max. coil weight
	kg

	When the material is widest, thickness is
	mm

	When the material is thickest, the width is
	                     mm

	feeding length
	Mm

	line speed
	m/min 

	feeding speed 
	SPM

	feeding direction
(facing the press)
	□front→back   □left→right  □right→left

	feeding level
	Press table height :    mm
height of mold:        mm
adjustment range of mold height:         mm

	Delivery method and port name
	□EXW   □FOB   □CIF

	Installation and Debugging
	□Installation and debugging are conducted by the manufacturer  □Remote guidance, self-installation

	Other requirements
	



